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NOTES

8/92

Square perrfoiated steel tube posts with break-away base, "Telespar”,
shall be used for all traffic control and infarmaticnal signs within
road right-cf-vay, with the exception of street name signs per Standard
Plan 601

The number of posts required for sign inscallczion skall be decerm:ined
by the area of the sign or combination of signs tc be installed. A
single post shall be used where boch che length and wideh are less than
48", with the excaption of a1 48" x 48" stop sign. Deuble pests shall
be used vhere vither the length or the width exceeds 48",

The anchor assembly shall consist of a 2" fquare bv 2'-€" Anchoer Posc
and a 2%" square by !'<6" Anchor Sleeve.

The Anchor Assembly, consiscing of :he-Anchor Post anc Anchor Sleeve,
sh2ll be driven simultanecusly until only 1" to 2' remains above ground
level. The tops of both pieces shall be flush

All dirz shall be removed from the inside top 8" of the Anchor Assembly
to allow for installation of the sign pesc.

Install che 1 3/4" square Sign Pest 6" to 8" inco the Ancher Assemdly

‘and secure in place with tve 5/16" Universal Head Drive Rivers as shown.

The riverts shall be installed on the side opposite treffic flow and the
tide avay from traffic as shown in order to achieve Che Baxizua bresk-away
effeace.

Inscallacion according to these requirenents is essentisl to mairizin
the bresk-away charscteristics of the post system  Under MO circums.ances
shall the Anchor Assembly be secured in concrete footings.

CITY OF MURRIETA
DEPARTMENT OF PUBLIC WORKS
8TD. NO.

SIGN POST INSTALLATION 612b

SHEET 2 OF 2
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Ground Cover
Ses Stake Detail

Ses éplice Datail

PLAN OF HEADER
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STAKE DETAIL SPLICE DETAIL

NQTES:
| Headers ond stakes shall be Redwood or Douglas Firtregted per AWPA

recommended practice.
2 Use two lamincted 1"x 4" bogrds for curved headar boards.

3. Use galvanized nalls.

CITY OF MURRIETA

DEPARTMENT OF DEVELOPMENT SERVICES

8TD. NO,

613
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ALTERNATE 2
TREE WALL COVER

ALTERNATE 1
INSTALL GRASS OR S0D AFTER 1 YEAR

SOIL BACKFILL

1 36" MIN

FOR 15 GAL. /20" ROOT BALL

OR SMALLER

ALTERNATE 2
TREE WALL COVER

f TREE SIZE +8'

%;_ TREE SIZE +16'__}

FOR LARGER THAN
15 GAL OR 20" BOX

SOIL BACKFILL MIX

24"ROOT CONTROL BARRIER
CONTINUOUS CIRCLE, SECURELY
FASTENED AT JOINT,RIBS INWARD
SOIL BACKFILL

EXCAVATE & RECOMPACT

Ws/df — 1-1/2" GRAVEL {AS SHOWN)

——SOIL BACKFILL MIX

ROOT CONTROL BARRIER
ORIENT BOX PARALLEL TO CURB

EXCAVATE & RECOMPACT

(BARRIER TO EXTEND TO BOTTOM OF COVER)

ALTERNATE 1
/_ I[NSTALL GRASS OR SOD AFTER 1 YEAR

3/4" — 1-1/2" GRAVEL (AS SHOWN)

CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES

REVISIONS

5/82
———————

APPROVED

TREE ROOT BARRIER

87D NC.

614a
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16"
1" MIN. §
& MAX < ROOT BALL

CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES

I
REVISION

5/82 APPROVED

TREE ROOT BARRIER

STD NO.

614b
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NOTES:

1, IF ALTERNATE 2 - TREE WELL COVER IS USED, SEE PROJECT PLAN FOR TYFE OF
TREE COVER TO BE USED.

2. ROOT CONTROL PLANTER BOX AND ROOT CONTROL BARRIER SHALL BE FABRICATED
FROM A HIGH DENSITY, HIGH IMPACT PLASTIC, LE., POLYSTYRENE, POLYETHYLENE,
POLYVINYL CHLORIDE (PVC), OR ACRYLONITRILE-BUTADIENE-SYTRENE (ABS). THE
INTERIOR SURFACE SHALL HAVE 1/2" HIGH MINIMUM RAISED VERTICAL RIBS
SPACED &" TO B” APART THE FULL DEPTH OF THE BOX OR BARRIER AND SHALL
BE EXPRESSLY DESIGNED FOR ROOT DEFLECTION.

PLANTER BOXES SHALL HAVE THE FOLLOWING MINIMUM DIMENSIONS:
TOP 22" X 22", BOTTOM 29" X 29", DEPTH 18" WITH A MINIMUM THICKNESS
OF 0.08"

BARRIER USED FOR TREE PLANTING SHALL HAVE A MINIMUM DEPTH OF 24" WITH
A MINIMUM THICKNESS OF 0.06". THE BARRIER SHALL FORM A CONTINUOUS
CIRCLE (OR APPROXIMATE CIRCLE SHAPE) AROUND THE ROOT BALL WITH A
MINIMUM DIAMETER 8" GREATER THAN THE ROOT BALL THE ENDS AND ANY
JOINTS SHALL BE SECURELY FASTENED, USING AN ADHESIVE IN ADDITION TO
FASTENERS 1F NECESSARY.

BARRIER USED FOR ROOT PRUNING SHALL HAVE A MINIMUM DEPTH OF 12" WITH
A MINIMUM THICKNESS OF 0.06". BARRIERS SHALL BE 168 LONG IN ONE
CONTINUOUS PIECE (PREFERRED) OR IN A COMBINATION OF PIECES, SECURELY
FASTENED WITH ADHESIVE, IF APPROPRIATE, AT JOINT PQINTS.

3. DELETE PARAGRAPH FOUR OF SUBSECTION 308-4.5, "TREE AND SHRUB PLANTING,"
AND SUBSTITUTE THE FOLLOWING:

EXCAVATE TO THE DIMENSIONS SHOWN ON THE PLAN. RECOMPACT THE BOTTOM
12" WITH NATIVE BACKFiLlL SOiL. FiLL AND COMPACT UP TO THE BOTTOM OF

THE ROOT BALL WITH PREPARED SOIL MIX PLACE ROOT CONTROL PLANTER BOX
OR ROOT CONTROL BARRIER. PLACE TREE AND BACKFILL INTERIOR WITH PREPARED
SOIL MIX BACKFILL EXTERIOR WITH 3/4" TO 1~1/2" GRAVEL

e

TREE TRIMMING: PRIOR TO ROOT PRUNING, EACH TREE SHALL BE TRIMMED TO

REDUCE ITS OVERALL SIZE BY ONE-THIRD (1/3) aAND TO PROMOTE IMPRGVED
. SHaA A :

VERTICAL CLEARANCE OF 14’ OVER ROADWAYS 9 OVER SIDEWALKS;

VISUAL CLEARANCE AROUND ALL TRAFFIC CONTROL DEVICES AND SIGNS;
REMOVAL OF ALL DEAD, DAMAGED, DISEASED, OR STRUCTURALL DEFICIENT

LIMBS,;
THINNING TO REDUCE INTERIOR WIND RESISTANCE;
AN OVERALL BALANCED APPEARANCE.

5. ROOT PRUNING: ROOT PRUNING CUTS SHALL BE MADE IMMEDIATELY ADJACENT TO
THE SIDEWALK AND SHALL BE 4" WIDE, 18" DEEP (MEASURED FROM THE TOP
OF FINAL GRADE OF THE SIDEWALK) AND 16" LONG CENTERED 8' EITHER SIDE
OF THE CENTER OF THE TREE. THE BOTTOM 13" OF THE ROOT PRUNE CUT SHALL
BE FILLED WITH PEA GRVAEL, TO PROMOTE DEEPER WATERING, WITH THE TOP 3"

OF NATIVE SOQIL AT LEAST 18 MONTHS SHALL TRANSPIRE BETWEEN RQOT
OPPOSITE SIDES OF A TREE.

6. CENTER TREE IN TREE WELL AND/OR BETWEEN CURB AND SIDEWALK

oo oUW

CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES

REVISIONS STD NO.

YT
TREE ROOT BARRIER bidc
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WEAKENED-PLANE JOINT \ WEAKENED-PLANE JOINT
I
PARKWAYS LESS THAN 8 FARKWAYS 8' OR GHEATER
1 COVER REQUIRED 2 COVYERS REQUIRED
CASEL 16" X 3 TREE WELL CASE Iil: 3'3° TREE WELL
CASEll: 2'~4" TREE WELL CASEZIV: 4'-4" TREE WELL
TREE WELLS
C
\-—/ CASE | A ) c o
3 3-0° LA -3 I Rl I Y3 P g
H 4G ; 20 [ 11T
[+]] 30 L ¥t iv-a
3” Iv £+ . 4g P31 ey

DIRT TO BE FLUSH WITH

L

S TR H
TYPICAL SECTIONS

POROUS, PERMEABLE P.C.C,
RETINFORCED WITH 2-1/L"X2-1/4"
16 GAUGE WIRE MESH

POROUS TREE WELL COVER

NOTES:

TREE WELLS SHALL BE SPACED AS DIRECTED OR INDICATED ON THE STD. NO. 6§15b.
LOCATION OF TREE WELLS WILL BE SUSBJECT TO THE FOLLOWING CONDITIONS:

A. 50° FROM CURB RETURNS.
8. 20' FROM LIGHT STANDARDS.
C. 10" FROM FIRE HYDRANTS,
0. 10" FAOM DRIVEWAYS,

COVERS ARE TO BE COLORED BUFF USING AN ACCEPTABLE COLORING AGENT WHEN REQUIRED.

TREE WELLS ARE TO BE BACKFILLED WITH CLEAN DIRT AND FLUSH WITH ADJACENT WALK UNTIL
TREES ARE PLANTED.

PARKWAYS LESS THAN 8': CASE | - UNLESS OTHERWISE SPECIFIED. CASE Il - USE WRERE THERE'S
AN EXISTING FENCE OR WALL AT THE PL. PARKWAYS 8' OR GREATER: CASE Il - URLESS OTHER-
WISE SPECIFIED. CASE IV - MAY BE SPECIFIED WITH WALKS 7' OR GREATER.

CITY OF MURRIETA

DEPARTMENT OF DEVELOPMENT SERVICES

REVISIONS STD. NO.

5/92  |APPROVED|

TREE WELL 8152

SHEET ! OF 2




8 OR GREATER

WEAKENED-PLANE
JOINTS A

—
/

TEMPORARY TREE WELL
COVER

REDWOCD HEADERS

TEMPORARY TREE WELL COVER
CASE L X=3" y=3
CASE i X=4" Y=4'

PORTLAND CEMENT CONCRETE

PORTLAND CEMENT CONCRETE TREE WELL COVER
/TREE WELL COVER . Y ,
T — ¢
\ | <~
’ . . R :
. ™
™~ 2"X4" REDWOOD
2"X4" REDWOOD HEADERS
HEADERS
SECTION A-A SECTION BB

NOTES:

1. TREE WELLS SHALL BE SPACED APPROXIMATELY FIFTY (50) FEET APART., BUT NOT LESS
THAN ONE PER RESIDENTAL LOT.

2. LOCATION OF TREE WELLS WILL BE SUBJECT TC THE FOLLOWING CONDITIONS:
SEE NOTES A TC D STD. NO. 6150

3. TEMPORARY TREE WELL COVER SHALL BE TAPERED TO A TWOQ INCH THICKNESS AT THE
CENTER FOR EASE CF BREAKING AND REMOVAL.

4. TEMPORARY TREE WELL COVER SHALL BE POURED IN PLACE. FINISH TO BE IDENTICAL
WITH ADJACENT P.C.C. WALK.

5. TEMPORARY TREE WALL COVER SHALL BE CASE | UNLESS OTHERWISE SPECIFIED.

CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES

REVISIONS STD. NO.

5/82 |APPROVED TEMPORARY TREE

WELL COVER 615b
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wpe a2

STANDARD "a™
IN PAVERENT

R -y

MONUMENTST TYP.

L

e

Hog

] pocerary e
\.DO =

-~

— SEVER

OR “B" MINUHENTS

~o

s
AT . SEWER MANHOLZ

MONUMENTING STREET CENTER
LINES WHEN SEWERS ARE
LOCATED IN CENTER LINE

STANDARD “A”* OR “B MONUMENTS
IN PAVEMHENT i

[

LINE

STANDARD ™A
IN PAVEMENT

NOTES:

CR

B MONUVMENTS

G\-

TIE TO STD. D" MONUMENT IF
STREETS ARE NOT PAVED

STANDARD A’ OR “B" MONUMENTS
IN PAVERENT

MONUMENTING STREET
CENTER LINES WHEREZ
CURBS ARE NOT REGQUIRED

L & T AS SHOWN HEREON INDICATES LEAD AND TACK OR STEEL PN MONUMENT SET IN CURB.
LEAD AND TAG OR STEEL PIN MONUMENT WITNESS TO PROPERTY CORNER MAY BE SET, NOT REQUIRED.

SEE MONUMENT SPECS 27 [RIVERSIDE COUNTY ROAD IMPROVEMENT STANDARDS AND SPECIFICATIONS)
FOR TYPE "A. C. D, & E* MONUMENT DESCRIFTION AND STD. 613 FCA TYPE “B* MONUMENT DRAWING.

CITY OF MURRIETA

DEPARTMENT OF DEVELOPMENT SERVICES

I 5/92 m@

TIE-OUT STANDARDS

STD. NO.

616




- _ /
| Ny -
|
- |
/ TYPE "C"
/
. ¢

E.C.

TE-QUT DETAILS

MONUMENT PER
TYPE A

TYPICAL MONUMENT LOQCATIONS

MONUMENTING BEGINNING
AND _ENDING OF CURVES

. MONUMENT PER
NOTES: € TYPE A
e
1. L & T AS SHOWN HEREON INDICATES LEAD AND TACK OR STEEL PIN MONUMENT SET

IN CURB.

2. LEAD AND TAG OR STEEL PIN MONUMENT WITNESS TO PROPERTY CORNER MAY BE
SET, NOT REQUIRED.

3. SEE MONUMENT SPECS 21 (RIVERSIDE COUNTY ROAD IMPROVEMENT STANDAROS AND

SPECIFICATIONS) FOR TYPE "A, C, D, & E” MONUMENT DESCRIFTION AND STD. 618
FOR TYPE "B" MONUMENT DRAWING.

CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES

REVISIONS STD. NO.
5/92 APPROVED
MONUMENT LOCATIONS 617a




24" MiN.

z
9N=
1/2" DIA. SLOPE SURFACE OF GROUT PAD
LIFT HOLE TO DRAIN AWAY FROM COVER,
AND TO MEET EXISTING GRADE.
Z
=
£y
[}
MIN.
3
\— 6" THICK GROUT PAD RISER RING
PLAN—IN UNPAVED AREA A.C. PAVEMENT P.C.C. PAVEMENT:
Cl. FRAME~_,_ 8" DiA. _ NAROUND /
/64 N Box
' e
4 5 \é
. S
P R EEE I I [N VSl o V-V i R
b L+ ) | —PRECAST coNCRETE
_ 1 "} PP BOX
o 1 . et L
i | -
o 1
=
| ; ‘
€ or & S ~
STReer @J! BRICK SUPPORTA— o = " .F=—360 C-3250
. ALL AROUND 9. 6" oia ¥ CONCRETE
2" SAND BASE. g wn
o 1t T

TYPICAL MONUMENT SECTION
IN PAVED AREA

ALTERNATE LOCATION OF MONUMENT.
TIE DISTANCES SHOWN ON FINAL SUB-
DIVISION MAP IF ALTERNATE LOCATICN

IS USED. TO 3£ USED AT INTERSECTION
STREETS ONLY. NOT AT
LOCATION OF STREET B.C./E.C. MONUMENT LOCATIONS

SURVEY MONUMENT IN STREETS

CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES

REVISIONS | STD. NO.
5/92 |APPROVED STREET CENTERLINE
INTERSECTION MONUMENT 617b




NQOTES:

1. COVER AND FRAME TO BE CAST WITH PIPE BOX
2. MONUMENT BASE MAY BE CAST iN FPLACE OR PRECAST.

3, FORM AND TAPER EXPOSED UPPER 6" OF CAST W PLACE BASE TO TOP DIAMETER
OF 5", (PRECAST BASE SHALL BE SAND BACKFILLED).

4, MONUMENT MARKER SHALL BE A DOMED BRASS, 3" IN DIAMETER,

5. MONUMENT LOCATION:

A} SET ON ALL CENTERLINE INTERSECTIONS UNLESS ACTUAL LOCATION IS MODIFIED
BY THE AGENCY AND SHOWN IN MODIFIED LOCATION ON MAP. WHEN CENTERLINE
INTERSECTION IS IMPARTIAL, OFFSET 5 FEET ON CENTERLINE OF MAJOR STREET,
(SEE DETAIL ON SHEET 2). IF NEITHER CENTERLINE CAN BE OCCUPIED, TWO
MONUMENTS WILL BE SET INLINE AROUND THE FRONT ON THE PERIMETER OF A
10-FOOT DIAMETER CIRCLE, WHOSE CENTER IS THE POINT.

8) SET ON CENTERLINE AT INTERVALS NOT EXCEEDING 1000 FEET ON STRAIGHT RUNS.
C)} SET ON CINTERLINE AT POINTS OF CURVATURE.

D} SET ON CENTER AT CENTER POINTS OF CUL-DE-SACS.

E) SET ON CENTERLINE WHEN CENTER POINT OF CEL-DE-SAC IS OFFSET FROM
CENTERLINE.

F} THESE STANDARDS MAY BE MODIFIED 8Y THE AGENCY IN CASES WHERE STRICT
COMPLIANCE THERWITH RESULTS IN MORE MONUMENTS THAN IS CONSIDERED

NECESSARY. THE FOLLOWING TECHNIQUE FOR REDUCING THE NUMBER OF
MONUMENTS WiLL BE ROUTINE.

G) SUBSTITUTION OF ONE MONMUMENT ON THE "POINT OF INTERSECTION™ FOR
MONUMENTS AT THE "BEGINNING OF CURVE" AND THE "TNDING OF CURVE™ WHEN
THE "POINT OF INTERSECTION" FALLS WHITHIN THE PAVEMENT AREA,

) A MONUMENT MAY SE DELETED WHCIH 1S OTHERWISE REQUIRED BY THESE STANDARDS
WHEN 17S FOSITION CAN BE DETERMINED 8Y TURNING ONE ANGLE FROM A POINT ON A
STRAIGHT LNE BETWEEN TWO OTHER MONUMENTS, PROWIDING SUCH POINT 15 NOT
MORE THAN 300 FEET FROM THE POINT ON WHICH THE JELETED MONUMENT
WOULD HAVE BEEN PLACED.

CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES

REVISIONS | STD. NO.

5/92

APPROVED

STREET CENTERLINE MONUMENT 617c¢

SHEET 3 OF 3
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LIGHTING PLAN.

LIGHT POLLUTION.

LUMINAIRE 8,000 LUMEN LOW PRESSURE
SODIUM TYPE TO BE SHOWN ON GENERAL

FOR PRIVATE LIGHTING RESTRICTIONS
WITHIN 45 MILE RADIUS OF MT. PALOMAR.
SEE LATEST COUNTY ORD. REGULATING

WHEN STREET LIGHT IS INSTALLED ADJACENT
TO CURB, LIGHTING ARM LENGTH SHALL BE

z 4'-0",
10
=)
5 |
13 L]
ol & o MARBELITE, DRNAMENTAL
el GRANITE, OR APPROVED
a3 a EQUAL
Z
b=y
1
Ire}
4]
™
4 | *
-
] 1
. N K GROUT
b .
™ { B §—4—1'x36'x4'
M ANCHOR RODS »x® &6'=-0° STANDARD
A 1'~6 FOR COMMERCIAL SIDEWALKS AND
s WHEN SIDEWALKS ARE NOT INSTALLED OR
e =oed PROPOSED FOR FUTURE INSTALLATION.
SQUARE 0OR ROUND
DEPARTMENT OF DEVELOPMENT SERVICES
" DATE TNIT. STD. NO.
5/92 APEROVED |
70 /5% 7 RESIDENTIAL LIGHTING 619




80 ]

32-0”

30°-07 (MOUNTING HIEGHT)

27'-07

B
|

[
|

LUMINAIRE 22,500 LUMEN HIGH PRESSURE

SODIUM TYPE TO BE SHOWN ON GENERAL

LIGHTING PLAN SUBJECT TO APPROVAL QF
CITY ENGINEER

FOR PRIVATE LIGHTING RESTRICTIONS
WITHIN 45 MILE RADIUS OF MT. PALOMAR.
SEE LATEST COUNTY ORD. REGULATING
LIGHT PCLLUTION.

WHEN STREET LIGHT IS INSTALLED ADJACENT

TO CURB, LIGHTING ARM LENGTH SHALL BE
4'=0".

MARBELITE, ORNAMENTAL
GRANITE, OR APPROVED
EQUAL

* !

11
" -
GROUT

k 4=1"%76" x 4" *6.0" STANDARD

ANCHGR RODS 16" FOR COMMERCIAL SIDEWALKS AND
WHEN SIDEWALKS ARE NOT INSTALLED OR
PROPOSED FOR FUTURE INSTALLATION,

T

SQUARE OR ROUND

CITY OF MURRIETA

DEPARTMENT OF DEVELOPMENT SERVICES

INIT,

4rpRovep

ARTERIAL HIGHWAY S0 NO.

LIGHTING 620




STREET
CLASSIFICATION

STREET

R AL
COMMERCIAL

LIGHT SPACING CRITERIA

INDUSTRIAL
OPEN SPACE

ADJACENT 10
SCHOOLS & PARKS

Prime Arterial &
Major Arterial
Secondary Arterial

300" staggered
600' meas. on esa.
gide

400' staggered
B800' meas. on ea,
aide_

300' staggered
600' meas. on
_es, side

250" staggered

Collector J50' staggered 200' staggered
500' meas. on ea. 700" meass. on ea.| 400' meas. on
g8ide side ea. side
Industrial 300' staggered 400' staggered
600' meas. on ea. 800" meas. on ea.
gide side
Local at all intersec- at all intersec- | 200' staggered
5 tions tions 400' mess. on
250' staggered &t mid-block ed. 3ide
500' meas. on ea.
aide
' at intersection
Cul-de-sac at intersection at far end of 200' staggered
at far end of bulb{ bulb - See 400" meas. on
at mid=block if industrial street ea. side
greater than 300' | IF applicable
in langth : -
CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES
DATE INIT. 8TD. NO.

ro/og . Vmoeoyen

STREET LIGHT SPACING

620A




30°
15° 15*
| 9 7/87 g 7/8" |
ilgl]
1141
P
1 £ Y 0
L i
1
ol ' SERIES
il l D
gl . =
Tl CE) N —
H {i ™ 3/8°DiA. HBLES
[¥ il 1
i1 ‘-n‘ /
1?1| :
{ﬁ_h_ T SERIES “C''—"
L 4 21 O
SEE DETAIL b | |
nps L3/8" T
3/8°
%
USE
RREAK-AWAY— i
POST -
TYPE G324Ri, G36R1, G43Ri, OR G44R1
2 FEET FROM
EDGE OF
SHOULDER
,//;7 3 1/47xR L2 |
| — 0.080"ALUM SPACER h
1
T . . FIBER WASHER Il ll 1 USE
EINIS | BREAK-AWAY POST
{::{. . FLAT WASHER Lo
NN , vii
M I N
o Vo, 5/16°x2 1/2° '
"::;L HEX HEAD BOLT r
catl {1 §
2§}:: ‘ M 5/16° NUT
. H=t DETAIL "A"
, vhiall A

SIGNS SHALL BE PROCELAIN ENAMEL FINISH
WITH WHITE LETTERS AND INTERSTATE
RED BACKGROUND.

CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES

DATE INTT. STD. NO.

5/92 APPROVED FIRE ESCAPE ROUTE 621




DETAIL

‘ 1Ol
Tt
IR .
1 30
Tl . .
gl 15 15
Tl
1 9 7/8° 9 7/8" 1
s 5)
. SERIES
n __| unn
D A
) 3/8° DIA. HOLES
% 1“:: T SERIES "C——"
L -
USE 1 1/4
BREAK-AWAY | L—3/8°
POST 3s8r
SIGNS SHALL BE PORCELAIN ENAMEL FINISH
WITH WHITE LETTERS AND INTERSTATE
RED BACKGROUND.
NOT LESS THAN
2 FEET FROM
EDGE OF
SHOUL DER 3 i/4x2 1/2° ;
/ 0.080°ALUM SPACER &
1
FIBER WASHER 1
o 1 USE BREAK-AWAY
e (" posT
- FLAT WASHER -
1o, !
: "t ", VT
" .ot
‘N ” . S/16°x2 1/2° |
TR HEX HEAD BOLT ;
w IRl ;
11 117, |
<HH U 5/167¢0.3mm)
b0 y NUT
all 1l
T
‘.II 1' ! (1] "
o oL DETAIL A
4]
CITY OF MURRIETA
DEPARTMENT OF DEVELOPMENT SERVICES
DATE INIT.._ STD. NO.
5/92 APPROVED

FIRE SAFETY ZONE
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